FIG. 3 



-300 



302 



SCANNER ACTIVATED I 



304- 



SPINNER ACHIEVES 
OPERATING SPEED 



306 



OMNIDIRECTIONAL 
SCAN PATTERN PRODUCED 






REFLECTED LIGHT ANALYZED 
AND PROCESSED 


0^ 





LASER BEAM REFLECTED 
TO STRIKE DIFFRACTIVE 
ELEMENT, PRODUCING 
DIFFRACTED LINE WHICH 
STRIKES POSITION DETECTOR 



312 



2l_ 



IN RESPONSE TO SELECTION 
TO PRODUCE SINGLE LINE 
PATTERN, SPINNER SPINS 
AND LASER SOURCE 
REMAINS ACTIVE 



314- 



REFERENCE POSITION 
ESTABLISHED 



316- 



TIME NOTED 



318 



LASER SOURCE DEACTIVATE^! 



320 



SPINNER REACHES 
CORRECT POSITION, 
LASER SOURCE ACTIVATED 



-322 



SPINNER SPINS TO 
PRODUCE SCAN PATTERN 



-324 



REFLECTED LIGHT ANALYZED 
AND PROCESSED 



-326 



SPINNER REACHES TERMINAL 
POSITION, LASER SOURCE 
DEACTIVATED 



